


A P P L I C A T I O N S

WATER TREATMENT
Pre RO, Pre-Ultrafiltration, Sediment Removal, Reduction of Suspended Solids

FOOD & BEVERAGES 
(FDA Compliant Versions Available)
Juices, Beer, Dairy Products 

CHEMICAL PROCESSING
Filtration of Acids, Solvents, Lubricants, Paints, Inks, Coatings, Adhisives 

AUTOMOTIVE & METALWORKING
Coolants, Lubricants, Filtration of Debris from Cutting Fluids, 
Electrocoating Process

TEXTILE & PAPER INDUSTRY
Filtration of Dyes, Sizing Agents, Printing Inks

KETCOTEC (M) SDN. BHD. 
6, Jalan 3/5, Bandar Baru Selayang, 
68100 Batu Caves Selangor, Malaysia

TRUSTED FILTRATION SOLUTIONS
sales@filter.com.my +603 613 63211 +6012 301 3211

KETCO FELTGUARD 
POLYESTER 

Polyester 
(PE) 1 5 10 25 50 100 200

Material Micron Rating

Material
Ring
Max. Operating Temp.
Max. Diff. Pressure
Max. Change-out Diff. Pressure
Seal
Size

Polyester Needelefelt

Steel, Stainless steel, Plastic

120°C

2.5 bar 

0.8 - 1.5 bar (subject to application)

Sewn, Heat Welded

Max. Flow Rate
Size 1 20m³/hr   Size 2 40m³/hr   Size 3 6m³/hr   Size 4 12m³/hr

S P E C I F I C A T I O N S

Diameter (mm) : 178 (7")
Length (mm)   : 420 (17")
Filtration area   : 0.24m

1 Diameter (mm) : 102 (4")
Length (mm)   : 230 (9")
Filtration area  : 0.08m

3Diameter (mm)   : 178 (7")
Length (mm)       : 810 (32")
Filtration area    : 0.48m

2 Diameter (mm)   : 102 (4")
Length (mm)       : 410 (16")
Filtration area    : 0.16m

4

For liquids with fluid viscosity 
of 1cP (centipoise) at 20°C


